
B/D Cyl. ccm kW PS

Compr. 

Ratio

Pos.

1 2 3 4 5 6 7 8 9
798 D [A] 102.00 6 5489 ccm 113 kW 54 PS 17:1 1
D 2156 HMN 8 D[AN] 121.00 6 10344 ccm 159 kW 216 PS 17:1 2
D 2156 MTN 8 D [A] 121.00 6 10344 ccm 188 kW 256 PS 17:1 3

ROMAN DIESEL

1



B/D ПОЗ B/D ПОЗ

1 3 4 5 1 3 4 5
Series 10.215 D 2156 HMN 8 D 2
Series 11.154 798 D 1
Series 19.256 D 2156 MTN 8 D 3

1982→1988
1973→1975

1982→

YEAR

ROMAN DIESEL

YEAR

2 2

2



1 2 3 4 5 6 7 8 9 10
O102.00 1
798 1982→1988 D [A] 6 5489 ccm 113 kW 54 PS 17:1 112 mm

6 008,15°P,CR,KV1 3.000 4.300
102.00 005,P,STD 2.500 4.300

231,P,CR,STD 5.000 4.650

102.00
O 121.00 2
D 2156 HMN 8 1973→1975 D[AN] 6 10344 ccm 159 kW 216 PS 17:1 150 mm

6 GL   162.0 45.0 008,15°,P,CR,KV1 3.500 5.000
121.00 KH    94.0 102.0 005,P,STD 3.000 5.000

MT   -48.8 023,P,STD 3.000 5.000
231,P,CR,STD 5.500 4.950

G
A=125.99
C=132.0
L=287.0
H=8.0

110-0036-200 210-0036-000 121.00 410-0036-000 510-0036-200 540-0036-200
110-0036-201 210-0036-000 121.50 - 510-0036-201 -

O 121.00 3
D 2156 MTN 8 1982→ D [A] 6 10344 ccm 188 kW 256 PS 17:1 150 mm

6 GL   162.0 45.0 008,15°,P,CR,KV1 3.500 5.000
121.00 KH    94.0 102.0 005,P,STD 3.000 5.000

MT   -48.8 023,P,STD 3.000 5.000
VT1    -2.4 231,P,CR,STD 5.500 4.950
VT2     -2.4

A=125.99
G C=132.0

L=287.0
H=8.0

110-0036-100 210-0036-000 320-0036-200 121.00 410-0036-000 510-0036-100 540-0036-100
110-0036-101 210-0036-000 320-0036-201 121.50 - 510-0036-101 -

320-0036-201

320-0237-000

ROMAN DIESEL

320-0036-200
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